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ad notam POWER adaPtOR
Et_547

Power Voltage Input Voltage Output Operating temperature Humidity Weight

200W / 8.3A 100 ~ 240V AC 24V DC 0 - 40 °C 20 - 80% 820g

External low voltage power adaptor 200W / 24V DC for ad notam 
monitor systems.

Applicable with ad notam article numbers:

DFU-0260-001 * DFU-0320-001 * DFU-0420-001 
* DFU-0460-001 * DFU-0550-002 * DFU-0550-003 
 
 
PROdUCt FEatURES
o	 Output 200W / 24V DC
o	 Universal AC Input 100 - 240V AC / 47 - 63 Hz Input
o	 Meets Energy Star V / ErP (Stage 2) / MEPS V
o	 Meets CE / FCC / CCC Class “B”, Conduction and Radiation Met.
o	 Over Voltage Protection
o	 Short Circuit Protection
o	 Over Current Protection
o	 Over Temperature Protection
o	 High Efficiency Operation, 87% Typical

PaCKaGE INCLUdES
o	 1 x power adaptor

art.No.

ET_

aRtICLE NO.

Code

547

183mm (7.20“)

81mm (3.19“)

42mm (1.65“)

1500mm (59.05“)

 
 
 
 
 
 
 
 
 

FEATURES  SPECIFICATIONS  

■Universal Input: 90 ~ 264Vac 

■Meets EN55022 Class “B” and CISPR/FCC Class B 

■Continuous Short Circuit Protection 

■Over Voltage Protection  

■Average Efficiency at 86.03% (min.) 

■Efficiency & Standby Power Meet Level V (Option) 
 (Output Cable Length≦1800mm) 
 
 
NOTE: 
1. Voltage setpoint at 60% full load. 
2. Add a 0.1uF ceramic capacitor and a 10uf E.L. 

capacitor to output for Ripple & Noise measurement 
@20MHz BW. 

3. Line regulation is measured from 100Vac to  
240Vac, full load. 

4. Load regulation measured from 60% to 100% full 
load and from 60% to 20% full load (60% +/- 40% 
full load). 
 

 Input Characteristics 
Voltage 90 ~ 264Vac 
Frequency 47 to 63Hz 
Inrush Current 70A Max. @ 240Vac 
Conducted EMI CISPR/FCC Class B 
Isolation Input to Output = 4,242VDC 
Leakage Current 3.5mA max. 

 Output Characteristics 
Holdup Time 8mS typ. @ 115Vac 
Short Circuit Protection Continuous 
Over Voltage Protection YES 

 Environmental Characteristics 

Operating Temperature 0 ~ 40℃ 

Storage Temperature -20 ~ 85℃ 

 Mechanical Characteristics 
Dimensions 120x52x31mm(4.724x2.047x1.220 Inches) 
Weight 280 g (0.62 Pounds) 
AC Inlet IEC320/C14 

※ Typical at 25℃, nominal line and 75% load, unless otherwise Specified 

Model Output 
Voltage Max. Load Min. Load Ripple & Noise Voltage 

Accuracy 
Line 

Regulation 
Load 

Regulation 
TRG45A240  24V 1.88A 0A 240mVp-p ±2% ±1% ±2% 

 

 

 

TRG45A240    45.1W Switching Adapter 
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MODEL/NO: TRG45A240Y-12E12 Level V 2011/02/11   Ver 1.0 
NOTE: OUTPUT WITH O.V.P. 
The AC Earth and the DC Ground is isolated. 

DC Pl ug : St r ai ght ( ψ 5. 5／ψ 2. 5)  L12mm
18AWG／1220mm

DC Pl ug t ype:  V+ ─ ● ) ─  V-

I EC320/ C14

UNI T: i nches( mm)
Mi l l i met er s: X. XX±0. 5

Tol er ance: I nches: X. XXX±0. 02
Al l  Di mensi ons ar e i n i nches( mm)

o	 1 x power cord
 OPtIONaL aCCESSORIES 
o	 DC - DC extension cable CSET-7

XLR-4 Plug Pin Assignment

http://www.ad-notam.com/Technical_Specifications/ad_notam_CSET-7.pdf

