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GLASS AND MIRRORS
PRINTED GLASS

PRI�TED GLASS is a �ea� 4-colo� p�inted glass (Se�ig�aphy) with a 
g�aphic motif acco�ding to you� input� In the “O�” position, the 
PRI�TED GLASS allows to display almost 1��% of the monito� 
system´s b�ightness, pe�mitting best pictu�e quality with b�illiant 
colo�s to t�ansmit� When in the “OFF” position, the ad notam
monito� system appea�s in the glass as a black a�ea�
 
The PRI�TED GLASS is designed fo� combination with the ad no-
tam monito� systems and fullfills the necessa�y su�face, ha�dness, and
tension qualities�

The position of the image a�ea within the glass su�face is f�eely 
selectable� The flexibility is only limited by the outline dimensions of 
the ad notam monito� system which need to be conside�ed when 
installing the monito� system on the backside of the glass� 

Please use the ad notam glass o�de�fo�m fo� PRI�TED GLASS as
appendix to you� pu�chase o�de� to supply data�
 
 

ARTICLE NO.

PRINTED GLASS

PG-

Code Thickness Type

��� R �mm Standa�d

��8 R LSG 7�8mm Laminated Safety Glass

Code Type

OP- Optiwhite
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GLASS AND MIRRORS
PRINTED GLASS
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Image Area min. max.

Size (inch) 13�3“ 8���“

2
Thickness 
in mm

max. W 
in mm

max. H 
in mm

Weight 
per m2

� ���� 1��� 1��� kg

7�8 ���� 1��� 19�� kg

1 PRI�TED GLASS 
Max� dimensions:

IMAGE AREA 
Combinable monito� system sizes:

Tolerances Application Characteristics Graphic File Characteristics

If the diffe�ence between o�de�ed  
dimensions and actual �ecei�ed  
p�oduct is exceeding �mm in  
measu�ements of H & W, the mate�ial is  
defecti�e� In this case the glass may be 
exchanged�

a) The specified glass is suitable in 
moist a�eas but fo� indoo� use only!

b) The standa�d implementation is not 
usable in public facilities o� at public 
places� Applications in these  
su��oundings ha�e to be implemen-
ted with laminated safety glass (LSG)� 
Please conside� this with you� o�de� o� 
planning�

c) Installation & mounting guidelines 
fo� glass ha�e to be conside�ed!  

On demand autho�ized �etaile�s can be 
suppo�ted with t�aining �eco�ds!

In o�de� to gua�antee a t�ouble-f�ee  
p�oduction p�ocess please p�o�ide an 
acco�ding bitmap file of the desi�ed  
g�aphic motif with the following  
p�ope�ties:
 
G�aphic fo�mats  
TIF, JPG, P�G o� BMP 

G�aphic �esolution 
1:1 with a min� �esolution of 18�dpi, o� 
1:1� with a min� �esolution of 18�� dpi� 

Please layout the g�afic file with �mm 
o�e�p�int and the t�anspa�ent image 
a�ea with a pu�e white colo��

Cleaning Note

a) Do not use any �ubbing o� caustic 
cleanse!

b) Use only a clean and dust-f�ee cloth, 
by using a customa�y glass dete�gent!

c) Conside� the mate�ial specification!


